VERMONT

CASTINGS

ww

PILY gtk

R v




Cast Iron Vent-Free Gas Stoves

Model Radiance UV Stardance UV
BTU / HR 26,000 - 35,000 19,500 - 28,000
Thermal Efficiency 99% 99%

Approx. Heating Area (Sq. Ft) 1,400 1,000

Design Certified CSA CSA

Dimensions (Actual) 31"W x 28.25"H x18 3/8"D

25.5"W x 26 3/4"H x15.625"D

Blower with Rheostat and Thermostat FK26 (160 cfm)

FK28 (100 cfm)

Features & Benefits

* Insta-Flame ceramic burner for
realism and durability

e Full adjustable heat 26,000 to
35,000 BTUs on Radiance

¢ 19,500 to 28,000 BTUs on Stardance

e Can be operated by wall thermostat
or remote control

e Manufactured in Vermont of the
highest quality cast iron

¢ CSA design certified

e Beautiful traditional styling

¢ Operable doors

® ODS system for safety assurance
e Utilizes propane or natural gas

o Available in Classic Black

Options

e Ambient remote controls
and Thermostats

¢ Decorative warming shelves

- Radiance warming shelf:
Each 7" W (front) x 14" L (side)

- Stardance warming shelf:
Each 7" W (front) x 122" L (side)

¢ Glass and catalytic filter kits for
maximum efficiency

e Screen kits

RADIANCE shown in Classic Black on cover

Stardance shown
with doors closed
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A Brand of Monessen Hearth Systems Co.
149 Cleveland Drive, Paris, Kentucky 40361
www.vermontcastings.com

Your Vermont Castings Dealer:

To avoid personal injury or property damage, the product described by this brochure must be installed, operated and maintained in strict compliance with the instructions packaged
with the product and all applicable building or fire codes. Contact local building or fire officials about restrictions and installation inspection requirements. All photographs and
drawings on this brochure are for illustrative purposes only and are not intended for, nor should they be used as a substitute for the instructions packaged with the unit. Appearance

and specifications of the product are subject to change without notice. © 2009 Monessen Hearth Systems Co.
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