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CIB3-1 OPTIONAL BLOWER INSTALLATION INSTRUCTIONS
Attention: The CIB3-1 Blower is for use with the VFD30CC Models.

 CAUTION
Sharp edges, use protective gloves when installing.

Installation
1.	 Loosen, but do not remove, four  hex-head screws located on 

the exterior, bottom of the appliance.
2.	 Position the blower assembly at the rear of the appliance. 

The blower assembly has four keyholes for attachment to the 
exterior, bottom of the appliance.

3.	 Place the large diameter holes in the keyholes over and behind 
the four hex-head screws that were loosened in Step 1. Push 
inward on the blower assembly to lock the keyholes into position 
behind the screws. Tighten four hex-head screws to secure 
blower assembly to exterior, bottom of the appliance.

4.	 Remove wire channel-left from appliance by removing  
10 x 1/2" screws on left side of the appliance. Note: Some 
units require a new wire channel. If Rheostat mounting holes 
are missing from part removed from unit, discard wire channel 
removed from unit and continue installation with appropriate 
wire channel shipped with blower. See Figure 28.

5.	 Route fan control wires through rectangular notch on wire 
channel - left.

6.	 Attach 1/4" push-on terminal from blue wire on the fan control 
to the AUTO (top) tab on the switch.

7.	 Attach 1/4" push-on terminal from black wire to the OFF (middle) 
tab on the switch.

8.	A ttach 1/4" push-on terminal from white wire on the fan control 
to the ON (bottom) tab on the switch.

9.	I nsert AUTO/OFF/ON switch into rectangular notch on  wire 
channel - left.

10.	I nstall rheostat through hole in wire channel and align small 
tab with small hole.

11.	 Use an 11/16” wrench to tighten rheostat nut on stationary 
portion of knob stem of the rheostat. Note: Nut is self-tapping 
and can be started at an angle.

12.	 Push rheostat knob onto knob stem until fully seated.
13.	 Bend the fan control tab, located on the left side of the back 

of the unit, inward toward the unit. See Figure 28. Be sure tab 
is bent at least 90 degrees to allow fan control bracket to slide 
into slot. 

14.	 Attach fan control with bracket onto rear cover with two  
10 x 1/2" screws provided in hardware package.

15.	 Route wires from fan control and ON/OFF/REMOTE switch 
within wire channel.

16.	A ttach wire channel to channel divider with two 10 x 1/2" screws 
from Step 4.  

17.	 Installation of optional CIB3 blower is completed.

Figure 28 - DVP30CC Shown

DVP30CC Shown



31208-17-0120Page 50

CIB3-1 OPTIONAL BLOWER INSTALLATION INSTRUCTIONS
Fan Control
The fan control is a non-adjustable automatic type The fan control 
will require between 5 and 10 minutes of main burner operation 
before the fan control "closes" and activates the blower.  The blower 
will continue to run between 5 and 10 minutes after the main burner 
shuts off, before the fan control "opens" and deactivates the blower.

Cleaning
The blower wheel will collect lint and could require cleaning once 
a year. If the air output decreases or the noise level increases, it 
indicates a dirty wheel. 
Blower Motor
The blower motor does not have oiling holes. Do not attempt to oil 
blower motor.
Wiring
The appliance, when installed, must be electrically grounded in 
accordance with local codes or, in the absence of local codes, with 
the National Electrical Code, ANSI/NFPA 70 or Canadian Electrical 
Code, CSA C22.1, if an external electrical source is utilized. This 
appliance is equipped with a three-prong [grounding] plug for 
your protection against shock hazard and should be plugged 
directly into a properly grounded three-prong receptacle.  Do 
not cut or remove the grounding prong from this plug.  For an 
ungrounded receptacle, an adapter, which has two prongs and a 
wire for grounding, can be purchased, plugged into the ungrounded 
receptacle and its wire connected to the receptacle mounting screws.  
With this wire completing the ground, the appliance cord plug can 
be plugged into the adapter and be electrically grounded.

Figure 29

CAUTION
Label all wires prior to disconnection when servicing controls. 
Wiring errors can cause improper and dangerous operation. 
Verify proper operation after servicing. 

WARNING
Unplugging of blower accessory will not stop the heater 
from cycling. To shut heater off: Turn temperature dial or 
thermostat to lowest setting. Turn knob on gas control to 
"off," depressing slightly. Do not force.
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WARRANTY
Empire Comfort Systems Inc. warranties this hearth product to be free from defects at the time of purchase and for the periods speci-
fied below.  Hearth products must be installed by a qualified technician and must be maintained and operated safely, in accordance with 
the instructions in the owner’s manual.  This warranty applies to the original purchaser only and is not transferable.  All warranty repairs 
must be accomplished by a qualified gas appliance technician.

Limited Lifetime Parts Warranty with a Five-Year Limited Labor Warranty – Combustion Chamber and Heat Exchanger
     	 If the combustion chamber or heat exchanger (see parts list) fails because of defective workmanship or material, Empire will 

repair or replace at Empire’s option. Within five years from the date of purchase, Empire will pay reasonable labor to have the 
defective part repaired or replaced at Empire’s option.

Limited Five-Year Parts & Labor Warranty – All Other Components 
(Except Remote Controls, Thermostats, Accessories and Replacement Parts)
	 Should any part fail because of defective workmanship or material within five years from the date of purchase, Empire will 

repair or replace at Empire’s option. Within five years from the date of purchase, Empire will pay reasonable labor to have that 
defect repaired at Empire’s option.

Limited One-Year Parts Warranty – Remote Controls, Thermostats, Accessories, and Parts
	 Should any remote control, thermostat, accessory, or other part fail because of defective workmanship within one year from 

the date of purchase, Empire will repair or replace at Empire’s option.

Duties Of The Owner
	 The appliance must be installed by a qualified installer and operated in accordance with the instructions furnished with the ap-

pliance. A bill of sale, cancelled check, or payment record should be kept to verify purchase date and establish warranty period.
	 Ready access to the appliance for service.

What Is Not Covered
	 Damages that might result from the use, misuse, or improper installation of this appliance.
	T ravel, diagnostic costs and freight charges on warranted parts to and from the factory.
	 Claims that do not involve defective workmanship or materials.
	 Unauthorized service or parts replacements.
	 Removal and reinstallation cost.
	 Inoperable due to improper or lack of maintenance.

How To Get Service
	 To make a claim under this warranty, please have your receipt available and contact your installing dealer.  Provide the dealer 

with the model number, serial number, type of gas, and purchase verification.  The installing dealer is responsible for providing 
service and will contact the factory to initiate any warranted parts replacements.  Empire will make replacement parts available 
at the factory.  Shipping expenses are not covered.

	 If, after contacting your Empire dealer, service received has not been satisfactory, contact: Consumer Relations Department, 
Empire Comfort Systems Inc., PO Box 529, Belleville, Illinois 62222, or send an e-mail to info@empirecomfort.com with “Con-
sumer Relations” in the subject line.

Your Rights Under State Law
	 This warranty gives your specific legal rights, and you may also have other rights, which vary from state to state.
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APPLIANCE SERVICE HISTORY
Date Dealer Name Service Technician Name Service Performed/Notes



31208-17-0120 Page 53

APPLIANCE SERVICE HISTORY
Date Dealer Name Service Technician Name Service Performed/Notes
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Web Site: www.empirecomfort.com

The Empire Cast Iron Stoves
Models: 

VFD(10,20)CC(30,70)(B,F,M)N,P)-1 and 
VFD30CC(30,70)B,F,M,S,W)(N,P)-1

Empire Comfort Systems
918 Freeburg Avenue
Belleville, Illinois 62220-2623

GAS-FIRED

Model
"Small" "Medium"

VFD10CC VFD20CC VFD30CC
Input BTU/HR (KW/H) Maximum (Propane) 10,000 20,000 25,000
Input BTU/HR (KW/H) Minimum (Propane) 10,000 16,000 21,000
Input BTU/HR (KW/H) Maximum (Natural) 10,000 20,000 25,000
Input BTU/HR (KW/H) Minimum (Natural) 10,000 14,500 17,500
Height 24 1/8" (612.8 mm) 24 1/8" (612.8 mm) 27 3/4" (704.9 mm)
Width 21 1/2" (546.1 mm) 21 1/2" (546.1 mm) 28 1/16" (712.8 mm)
Depth 15 3/8" (390.5 mm) 15 3/8" (390.5 mm) 17 1/8" (435.0 mm)
Gas Inlet 3/8" (9.5 mm) 3/8" (9.5 mm) 3/8" (9.5 mm)
Air Shutter Setting (Natural) 1/16" 1/8" 1/16"
Air Shutter Setting (Propane) 1/4" 3/8" 7/16"
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Web Site: www.empirecomfort.com

The Empire Cast Iron Stoves
Models: 

VFD(10,20)CC(30,70)(B,F,M)N,P)-1 and 
VFD30CC(30,70)B,F,M,S,W)(N,P)-1

Empire Comfort Systems
918 Freeburg Avenue
Belleville, Illinois 62220-2623

Clearances 
In selecting a location for installation, it is necessary to provide adequate accessibility clearances for servicing and proper operation. 

Locating the Vent Free Cast Iron Stove
When facing the front of the appliance the following minimum clearances to combustible construction must be maintained.
Top of appliance (ceiling)	 36 inches	 Heater Corners (45° angle) to Wall	 4 inches
Rear Wall	 2 inches	 Floor	 0 inches
Side Wall	 6 inches

Provide adequate clearances around air openings.
Adequate accessibility clearances for purposes of servicing and proper operation must be provided.

Installation on Rugs and Tile
This appliance must be installed on a flat, solid, continuous surface (e.g. wood, metal, concrete). This may be the floor, or it may 
be raised up on a platform to enhance its visual impact. The appliance may be installed on carpeting, vinyl, wood flooring or other 
combustible material.
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www.empirecomfort.com

Empire Comfort Systems Inc.
Belleville, IL
If you have a general question 
about our products, please e-mail 
us at info@empirecomfort.com. 
If you have a service or repair 
question, please contact your dealer.


