ASSEMBLY
INSTRUCTIONS

MopeL ST7521EPB

% CYLINDER NoT INCLUDED

LOOK INSIDE FOR:

= EASY ASSEMBLY INSTRUCTIONS

= IMPORTANT WARRANTY INFORMATION

= SAFETY AND MAINTENANCE TIPS
NOTE:

= HARDWARE SHOWN ACTUAL SIZE
IN MANUAL.

HARDWARE MAY BE INCLUDED.
TooLs REQUIRED
#2 PHILLIPS SCREWDRIVER D
PLIERS
HAMMER H

Box END WRENCH

/\ WARNING:

THE EDGES OF SHEET METAL PARTS CAN |
CAUSE INJURY IF NOT HANDLED WITH CARE.

USE EXTREME CAUTION!

ENGINEERING CODE
SD113723

Sunbeam
PRODUCTS INC.
4101 Howard Bush Dr.
Neosho, Mo. 64850
INTERNET SITE:
www.bbghg.com

IMPORTANT!

To ENSURE PROPER GAS FLOW, BURNER |
CONTROL VALVES MUST BE (“OFF”) BEFOREL
OPENING THE GAS CYLINDER VALVE.

ASSEMBLER / INSTALLER:
L eave these instructions with the consumer.

CONSUMER / USER:
Read all these instructions and keep them in a safe place for future reference.
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/\WARNING:

Combustion by-products produced when using this
product contains chemicals known to the State of
California to cause cancer, birth defects, or other

reproductive harm.
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(3201 0189) (3201 0190)
#10-24 X 1 3/ #10-24 X 1/2'
(4) Qty




Note: THE
CYLINDER
CADDY

ATTACHES TO
THE LEFT END OF
THE FRAME.

JR

(3201 0190)
#10-24 X 1/2"

(4) aty

JR

INCORRECT CYLINDER CADDY
AND CYLINDER LOCATIO

CORRECT CYLINDER CADDY
AND CYLINDER LOCATION

J
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3
FRONT
TAP AXLE (3) INTO ONE HuB ; : 18
CAP (17) WITH A HAMMER. ;
L S 17 ) . J

N\

INSERT THE AXLE INTO THE TOP HOLES
IN THE LEFT LEGS.
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HARDWARE SHOWN ACTUAL SIZE
GRANDEUR REELLE DE LA BOULONNERIE
LOS HERRAJES SE MUESTRAN EN SUS TAMANOS REALES

or YT
(3201 0190)

1/4"-20 x 1 1/4™ (21) Qty, Qté, Cdad
4 Qty, Qté, Cdad

AO KR (@

(0040 4495)
(0040 1836) 410.9
1/4-20 (2) Qty, Qté, Cdad

(4) Qty, Qté, Cdad

JQ [_
(3201 0196)

#6-32X 1378
{3) aty, Qré, Cdad

CK

(3201 0189)
#10-24 X 1 3/8"

(4) Qty, Qté, Cdad (6) Qty, Qté, Cdad

) va [ mm
"7 (3250 0105)
#6-32 X 3/8"

(6) Qty, Qté, Cdad

FA\\ A
‘ BF [ —
»(©O) =

(3270 0134) (3270 0125)

#6-32 (2) Qty, Qté, Cdad -
(3) Qty, Qté, Cdad

LRI

VEE 0]
(3230 0112)
(2) Qty, Qé, Cdad

oo

{3260 0212)
(1) Qty, Qté, Cdad




PusH GENTLY DOWN ON THE BURNER
UNTIL THE BURNER TABS SNAP INTO PLACE.

SET THE GREASE DRIP PANs (48)
49 ONTO THE CASTING AND
SECURE WITH THE GREASE PAN
HANGERS (49).

49
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PR\
JR KR (@
(3201 0190) (0040 4495)

#10-24 X 1/2" #10-24

GRILL SHOWN UPRIGHT AND FROM THE BACK.
~— | SLIDE THE GREASE PANS (48a) INTO THE GREASE PAN HANGERS.




AtTtAcH THE VENTURI GUARD (44) TO THE INSIDE FRONT OF
THE BOTTOM CASTING. (DO NOT USE A CORDLESS OR POWER
SCREW DRIVER, IT CAN STRIP OUT THE SCREWS.)

@ R
=

(3250 0105) (3201 0190)
#6-32 X 3/8" #10-24 X 1/2"
(4)Qty (2) Qty.
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IMPORTANT: PLACE THE HVR HOSE INSIDE THE FRONT PANEL.
PosiTioN THE BURNER VENTURI TUBES OVER THE VALVE ORIFICES.
THE ORIFICES MUST BE INSIDE THE VENTURI TUBE.

(3201 0190)
#10-24 X 172" (3260 0212)

(6) Qty. (1) Qty.

FROM INSIDE FRAME SECURE
THE BOTTOM FLANGE OF THE
CONTROL PANEL AND THE
FRONT PANEL TOP FLANGE
TOGETHER WITH ONE PUSH IN

FASTENER (GF).




LOOSELY SECURE BACK
OF SIDE BURNER BASE TO
THE BACK LEG WITH TWO

scRews (JR).

JR

(3201 0190)

#10-24 X 1/2"
2) Q
3) Qty (2) Qty
Ja
(3201 0196)
#6-32 X 1 3/8
(3) aty

TIGHTEN ALL HARDWARE
AT THIS TIME.

J
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NOTE: ANGLED ELECTRODE RODS MUST
BE POINTED TOWARD BURNER LOUVERS BUT

TR
Iy, ko
(g ) HA E.\\\\\\\\\\\\\\

LECTRODE RODS

3201 0190 (3250 0105)
NOT TOUCHING. #(1 201 015¢ ) S X o
(1) aty (2) aty

NOTE: Turn side burner grid until it stops.
Before each use, check to see that the side
burner grid is secure.

VALVE
BRACKET

.




TEST THE IGNITER: A SPARK SHOULD APPEAR AT ELECTRODE TIP.
IF THE SPARK DOES NOT APPEAR:
= CHECK THE WIRE CONNECTION TO THE IGNITER.
- CHECK THE ELECTRODE INSTALLATION TO THE MAIN BURNER ELECTRODES.

THE ELECTRODE TIP IS LOCATED ON Side Burner
THE BURNER ASSEMBLED IN THE Electrode
BOTTOM CASTING. : wire

PusH THE MAIN ELECTRODE WIRE
(26b) AND SIDE BURNER ELECTRODE WIRE
ONTO THE MAIN BURNER ELECTRODES,
LOCATED UNDER THE BOTTOM CASTING.
NoTE: USE THE RECTANGLE SIDE BURNER
ELECTRODE WIRE CONNECTER FOR THE MAIN
BURNER ELECTRODE.

Side Burner
Electrode
wire
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(3201 0189)
#10-24 X 1 3/8"

(4) Qty.
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(3270 0125)
(2) Qty.

wWO! >

(0040 2507)
@ Qty.

1
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(3201 0197)
1/4"-20 x 1 1/4"

(4) Qty.

VE

(3230 0112)
(2) Qty.
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(0040 1836)
1/4-20

(4) Qty.
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LONG
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TO CENTER THE RACK, SLIGHTLY
BEND THE PIVOT WIRES TO ADJUST
FOR A TIGHT FiIT. HOOK THE TOP
Pivot WIRE INTO THE BOTTOM RACK
AND BEND WIRE FOR A TIGHT FIT.




INCORRECT CYLINDER CADDY § CORRECT CYLINDER CADDY
AND CYLINDER LOCATION | AND CYLINDER LOCATION

CYLINDER PIN(S) MUST BE IN THE
POSITION SHOWN BELOW TO
SECURE THE CYLINDER
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GAs CYLINDER VALVE

/\WARNING:
DURING ASSEMBLY OF GRILL AND WHEN ATTACHING
OR REPLACING THE L.P. GAS CYLINDER, INSURE THAT
THE GAS SUPPLY HOSE IS FREE OF KINKS AND/OR
DAMAGE AND IS AT LEAST 3” AWAY FROM HOT
SURFACES SUCH AS THE GRILL CASTING.

OUTLET VALVE

Type 1 NIPPLE

N

IMPORTANT! TO ENSURE PROPER
GAS FLOW, BURNER CONTROL
VALVES MUST BE "OFF" BEFORE
OPENING THE GAS CYLINDER VALVE.




LimiTED WARRANTY

Sunbeam Products, Inc. (“Sunbeam”) warrants that this product will be free from defects in
material and workmanship. This warranty applies to the following parts for the following time
periods: the aluminum castings are warranted for ten (10) years against burn through; the burmer
is warranted for five (5) years; and all other parts are warranted for one (1) year, except the
propane cylinder and paint finish. We DO NOT WARRANT in any way the propane cylinder (see
label on cylinder for cylinder manufacturer’s warranty) or the paint finish of the product. Sunbeam

defective during the warranty period. Replacement will be made with a new or remanufactured
product or component. [f the product is no longer available, replacement may be made with a
similar product of equal or greater value. This is your exclusive warranty.

This warranty is valid for the original retail purchaser from the date of initial retail purchase and is
not fransferable. Keep the original sales receipt. Proof of purchase is required to obtain wamranty
performance. Sunbeam dealers, service centers, or retail stores selling Sunbeam products do not
have the right to alter, modify or any way change the terms and conditions of this warranty.

This warranty does not cover normal wear of parts or damage resulting from any of the following:
negligent use or misuse of the product, use on improper voltage or current, use confrary to the
operating instructions, disassembly, repair or alteration by anyone other than Sunbeam or an
authorized service center. Further, the warranty does not cover Acts of God, such as fire, flood,
hurricanes and fornadoes.

Sunbeam shall not be liable for any incidental or consequential damages caused by the breach
of any express or implied warranty. Except to the extent prohibited by applicable law, any implied
warranty of merchantability or fitness for a particular purpose is limited in duration to the duration
of the above warranty. Some states, provinces or jurisdictions do not allow the exclusion or
limitation of incidental or consequential damages or limitations on how long an implied warranty
lasts, so the above limitations or exclusion may not apply to you. This warranty gives you specific
legal rights, and you may also have other rights that vary from state to state or province to
province.

DO NOT RETURN THIS PRODUCT TO THE PLACE OF PURCHASE.
Take the product to an authorized Sunbeam service center. You can find the nearest authorized
Sunbeam service center by calling 1-800-641-2100.
NOT VALID IN MEXICO.

at its option, will repair or replace this product or any component of the product found to be |

\ J

For WARRANTY, SERVICE and PARTS
Locate your model number and serial number on the label found on the back of your grill base.

BEFORE USING YOUR GRILL

ReAD OWNER’S USE AND CARE MANUAL:
U For proper filling and purging of the cylinder

L For leak testing all gas supply connections

O For correct grill lighting instructions

U For use and storage of the grill and cylinder

/\WARNING!
The edges of sheet metal parts can
cause injury if not handled with care.
USE EXTREME CAUTION!

/A WARNING!
WHEN LEAK TESTING:

DO NOT smoke.
DO NOT use fire to test for leaks.

/\DANGER:
NEVER store a spare LP gas supply cylinder under the
grill body nor inside grill enclosure to avoid the possibility
of an explosion. Refer to the Use and Care manual.

/NIMPORTANT:
Be sure to tighten up all hardware (screws, nuts, bolts,
etc.)at least once a year or each grilling season.

[ Leak TesT AReAs
(indicated by arrows)

See OWNER’s USE

AND CARE MaNuAL
: 3,
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f PARTS LIST ENGINEERING CODE:

CODE D'INGENIERIE

u eam LISTE DES PIECES  conico e NGENERA
re LISTA DE PIEZAS SD113723 )

A
f N -

IMPORTANT!! ( MODEL® MODELE *MIODELO h
TO AVOID UNNECESSARY PROBLEMS!! ST7521EPB . o

BEFORE YOU BEGIN:

Review this parts list with the parts in your carton.
If you have missing or damaged parts,
call this number IMMEDIATELY,
1-800-641-2100, for the SERVICE CENTER nearest you.

BOUTEILLE NONCOMPRISE
No SE INCLUYE EL TANQUE

Sinbean

PRODUCTS INC.
4101 Howard Bush Dr.

IMPORTANTII N
. eosho, Mo. 64850
POUR EVITER LES COMPLICATIONS INTERNET SITE:
INUTILES, SITE INTERNET :
PAGINA EN INTERNET:

veuillez vérifier Ia liste des piéces comprise dans I'emballage www.bbghg.com

AVANT DE COMMENCER. Si une piéce est manquante ou
endommagée, veuillez appeler IMMEDIATEMENT le 1-800-641-2100§
pour connaitre le CENTRE DE SERVICE le plus prés de chez vous.

i IMPORTANTE ! ASSEMBLER / INSTALLER:
PARA EVITAR PROBLEMAS Leave these instructions with the consumer.
INNECESARIOS CONSUMER / USER:
Read all these instructions and keep them in a safe place for future reference.
ANTES DE EMPEZAR: INSTALLATEUR:

Laissez ces instructions a I'utilisateur.
CONSOMMATEUR / UTILISATEUR:
Lisez toutes ces instructions et conservez-les dans un lieu sir pour toute référence ultérieure.
MONTADOR / INSTALADOR:
Deje estas instrucciones con el consumidor.
CONSUMIDOR / USUARIO:
Lea todas estas instrucciones y manténgalas en un lugar seguro como referencia.

Compare esta lista de piezas con las piezas que se encuentran
dentro de la caja de carton.

En caso de que falten piezas o algunas estén en mal estado,
llamar a este namero INMEDIATAMENTE:
1-800-641-2100, para averiguar cual es el CENTRO DE SERVICIO
mas cercano a usted.

\, S
1144-0845B 00/10 yov oz
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Key Qty. Parth
Réf. Qté. NO piéce DESCRIPTION DESCRIPTION DESCRIPCION
Clave | Cntd, | Parte#
1 1 0121 0437 01 STRAP TRAVERSE DE PIETEMENT TIRAS
9 1 01230173 CYLINDER CADDY PORTE-BOUTEILLE CARRITO PARA EL TANQUE
3 1 0123 0148 AXLE ESSIEU EJE
4 2 0434 0125 01 LEGS 1° PIED, 1 PO PATA 1" (2,54 CM)
7 1 3026 1014 SIDE BURNER FRONT PLATE PLAQUE DE DEVANT DU BRULEUR LATERAL PLACA FRONTAL DEL QUEMADOR LATERAL
8 1 3620 0140 ELECTRODE ELECTRODE ELECTRODO
oR 1 3012 0122 RIGHT SIDE TABLE TABLETTE LATERALE DROITE MESA LATERAL DERECHA
15 2 0040 3575 TUBE PLUGS EMBOUT DE TUBE TAPONES DE TUBO
16 2 3022 0118 WHEELS ROUE RUEDAS
17 2 0040 0251 HUB CAPS COUVRE-MOYEU TAPACUBOS
18 2 3023 0198 LEG EXTENSION 1" RALLONGE DE PIED 1 PO EXTENSION DE PATA 1" (2,54 cm)
20 1 0124 0209 01 FRONT PANEL PANNEAU DE FAGADE PANEL FRONTAL
29 1 3822 0130 BASKET PANIER CESTA
25 1 0457 3090 CONTROL PANEL TABLEAU DE COMMANDE PANEL DE CONTROL
26 1 0040 4433 IGNITER ALLUMEUR ENCENDEDOR
26hb 1 3620 0144 MAIN BURNER WIRE FIL D'ELECTRODE PRINCIPAL ALAMBRE DE ELECTRODO PRINCIPAL
97 1 3517 01548 VALVE ASSEMBLY ROBINET ENSAMBLAJE DE LA VALVULA
32 2 3023 0207 CONTROL KNOBS BOUTON DE REGLAGE PERILLA DE CONTROL
38 1 1441 0192A SIDE BURNER BRULEUR LATERAL QUEMADOR LATERAL
40 1 3023 0202 SIDE BURNER KNOB BOUTON DE REGLAGE DU BROLEUR LATERAL PERILLA DEL QUEMADOR LATERAL
4 1 0121 0501 70 SIDE BURNER GRID GRILLE DE BRULEUR LATERAL PARRILLA DEL QUEMADOR LATERAL
42 1 3412 0214 01 BOTTOM GRILL CASTING COQUILLE INFERIEURE PIEZA INFERIOR MOLDEADA
3 1 1441 01948 BURNER BRULEUR QUEMADOR
44 1 01250170 VENTURI GUARD PLAQUE COLLECTRICE PLACA COLECTORA
47a 1 0123 0168 HEAT SHIELD ECRAN THERMIQUE PROTECCION CONTRA EL CALOR
48 2 0126 0120 GREASE DRIP PANS COLLECTEUR DE GRAISSE BANDEJA RECOGIDA DE ACEITE
48a 2 30310113 GREASE PANS BARQUETTES JETABLES BANDEJAS DE ACEITE
49 2 38320114 GREASE PAN HANGERS ETRIERS DE LECHEFRITE GANCHO DE SUSPENSION
54 1 3023 0169 HEAT INDICATOR INDICATEUR DE TEMPERATURE INDICADOR DE CALOR
55 1 3411 0298 12 GRILL LID COUVERCLE TAPA DE LA PARRILLA
56 1 1512 0112 NAMEPLATE PLAQUE DU FABRICANT PLACA DE IDENTIFICACION
58 1 3023 0200 FRONT HANDLE POIGNEE ASA FRONTAL
59 2 3220 0116 FRONT HANDLE INSULATOR JSOLANT DE POIGNEE AISLANTES DEL ASA FRONTAL
61 1 0121 0491 73 “" TENT PLAQUE *" CUBIERTA ‘"
63 1 0416 01518 COOKING GRIDS 50-50 GRILLES DE CUISSON 50-50 PARRILLAS DE COCCION 50-50
65 1 3811 0158 WARMING RACK . GRILLE GARDE-AU-CHAUD PARRILLA DE CALENTAMIENTO
66 1 3811 0165 WARMING RACK TOP GRILLE GARDE-AU-CHAUD SUPERIFURE PARTE SUPERIOR REJLLA DE CALENTAMIENTO
78 2 3230 0115 CYLINDER PINS ETRIER DE BOUTEILLE PASADOR DE RETENCION DEL TANQUE
. 2 32300118 CYLINDER PINS ETRIER DE BOUTEILLE PASADOR DE RETENCION DEL TANQUE
1 1142 0161BX USE AND CARE MANUAL MANUEL DUTILISATION ET DENTRETIEN MANUAL DE USO Y MANTENIMIENTO
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